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5 LIMITATIONS

51. RESTRICTHMNS CONCERMING THE VALINTY PERIDD OF THE CLASSIFICATION REPORT

MNaona.

§.2. WaARNING

This document dods ol represent type approval or cerification of thi product.
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UNITED SUSPENDED CEILING

Trappos, the 14 Oclobar 2006

The Head of the Fire Test officer
Behaviour Division

Alain SAINRAT 1AUX
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This documant ks an cxtersion of the clastification repart n® GOT0MS5 - CEMATES dabod on Z507/200¢.

EUROPEAN REACTION TO FIRE CLASSIFICATION REPORT
IN ACCORDANCE WITH EN 13501-1: 2002

Molfed by the French State boakses (he Eunopoan Commission under tha N* 0071

Product standard ;
EM 14716 ; Suzpandad caikng — Demands and toat mathads

== N* GO1045% - CEMATEMD |

- WS Unded Suspandid Cading
s MUNSON DRIVE

ASHLAND OR USA

Commercial trademarks : USC STRETCH CEILING

Brief description : Shest made up PYC, plasticlzers and stabdizing.

Thicuness | 190 pm,
Surfacic mass ; 220 g'm”,

Date of the ropart 14 Octobar 2008

Tha guolad fosulls &io only Bppicakio o Uhe sampies, tho products or matorials describod in thiy doaament

The full document can be copicd.
It is composed of 5 pages

Laboratoire national de mitrologie et d'essais
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1. INTRODUCTION
This classification repodt defines the classification assigned 1o product in accordance
with tha procedunes given in EN 13501-1:2002.

2 DETAILS OF CLASSIFIED PRODUCT

2.9, HATURE AND EnD UEE APPLICATION
Sheat made up PVC, plasticizers and stabilizing,
End use ; Strached cailings.
22, DESCRIPTION
Tha tosted product referenced are fully described i the test reports referenced

File GO20MER - Documents CEMATEN and CEMATES,

Maén characteristics of tested products ;

Commarcial trademark | Surfacic mags Thickross Colours
|
USC STRETCH - 'l'mrils.luu:ﬂt
I:E!LIHG 220 E,I'm 180 um Whii

Roport to be followed on noxt page
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R TEST REPORTS AND TEST RESULTS IN SUPPORT OF THIS CLASSIFICATION

3.4,  TEST REPORTS

Mame of laboratory Mame of sponsar | Testreporinel n®|  Test method
Laboratoms nabonad de| USC United Suspendod | GO10455:
miélrologie e dessals | Colings
28 av, Roger CEMATEN Ignabdity
Hennequin MUNSON DRIVE EN IS0 119252 ;
78167 TRAPPES ASHLAND OR USA 20z
Cadax
FRANCE CEMATER Bl tast
EM 13823 : 2002
Notifod Bedy 1 0071
3.2, TCST RESULTS FOR CONSTRUCTION PRODUCTS EXCEPT FLOORINGS.
Results
Humber| Continous | Compllance
Test Mothod Parameter of tosts | parameters | parameter
Frgan
m
EM 150 118252, Fa < 130 mm = ¥ES
Surface appication. 12
30 5 exposure Flaming dropels / = WO
particubes with @ filter
paper ignition
FIGRA ¢ 5wy (W) a e
FIERA,“.,. {WFE} ':f -
LF§ < edge s YES
_ THR ey (I40) 0.8 .
TSP oz (M) 72 -
Flaming droplets |
ioles: _ NO
FOP (= 105 _ =
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CLASSIFICATION AND DIRECT FIELD APPLICATION

CLASSIFICATEON

This chasaification has bean camed oul En accordance with clause 10 of EN 135011
2002,

Fire behaviour Smoke production Flarning droplets
B s2 d0

Classification : B — 2, d0

FIELD OF APPLICATION
The classification ks valid for 1he following preduct paramelods |

- piastified PAVC fodl with the same composition then the prodect prosentied,
- surfacic mass of the PYC shaet © 220 a/m?,
- Ihickness of the PVC shead : 180 pm,

Varinus colours.

The classification is vaid for the foliming end use conditions
without substrate,
or with substrate classifed AZ and a minimium aéngap of 40 mm,

kept undar tension atl i3 edges by a fastening system applying a minimum lensile
ferce of 30 datlim {e tha film.,

Roport to be followed on next page



